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After reading this document, 
please refer to the Help contents  
within SquirrelView (press F1) for  
further details on your logger and  
how to use it with the software. 
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A) SQ2020/2040 Logger   
B) CD containing software (SQA100) 
C) Getting Started manual (this booklet)   
D) USB Cable (LC77) 
E) Mounting bracket/stand for logger (WB6) 
F) Batteries, 6 x AA  
G) Current shunt resistors for 4 to 20mA inputs, 10R x 4 (CS202)  
H) Connectors: 6 way x 4 (18097), 4 way (13975), 3 way 

(14174), with cable ties 
 
Note: 2040 Logger is supplied with 4 extra 6 way connectors 

as above (18097). 
 Wi-fi version also contains an antenna. 
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2. General Information 

The 2020/2040 uses six AA size alkaline batteries located under the removable cover 
shown below. To insert new or change the existing batteries: 
 1. Open the battery cover by pushing down and sliding as shown. 
 2. Insert six AA* batteries, ensuring the correct polarity. 
 3. Refit the battery cover 
 
* It is recommended that all replacement batteries are of the same manufacturer, type 
and condition. 

2.1 Installing the batteries 

2.2 Power indicator 

 Battery indicator 
 When logging please ensure that the batteries in the unit have sufficient capacity to 
 complete the logging task. This can be checked via the battery indicator located in the 
 top right of the display. 
    
   HIGH   LOW 
   CAPACITY  CAPACITY 
 
 External power indicator 
 The logger may be powered from an external source (10-18V DC) 

Important: To ensure data protection in the case of an unexpected  
power loss, please ensure that batteries are fitted whilst the unit is  
operational. 
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Important: Please ensure the software is installed before connecting the Squirrel data 
logger. 

3. Communicating with your Logger  

3.1 Installing the Software 

* If after a few minutes autorun has not occurred select the Run option from the Windows 
Start Menu. In the Command Line box, type d:\setup and press enter (where d:\ is your 
CD\DVD drive, modify if required) 

�)�R�U���G�H�W�D�L�O�H�G���L�Q�V�W�D�O�O�D�W�L�R�Q���L�Q�V�W�U�X�F�W�L�R�Q�V���S�O�H�D�V�H���V�H�H���W�K�H���V�X�S�S�O�L�H�G���µ�6�R�I�W�Z�D�U�H���,�Q�V�W�D�O�O�D�W�L�R�Q���*�X�L�G�H�¶��
supplement. For quick installation please see the steps below; 
 

1. Ensure you have administration rights on the PC you wish to install software on  
2. Ensure any current Grant applications are closed 
3. Insert the CD into the CD\DVD drive of your computer and wait for it to autorun* 
4. Follow the on screen installation wizard 

3.2 Connecting your Squirrel Data Logger 

You can connect to your logger by using one of the following methods;  
 
 1. Serial (RS232), including serial adaptors 
 2. USB 
 3. Ethernet (where fitted) 
 4. Wi-fi (where fitted) 
 
Please see below for more information. 
 
Serial (RS232) 
For information on using serial adaptors please see the SquirrelView help file. If using a 
straight serial (RS232) cable, connect one end to the serial port on the logger and the other 
�H�Q�G���W�R���W�K�H���3�&�¶�V���V�H�U�L�D�O���S�R�U�W�����2�Q�F�H���F�R�Q�Q�H�F�W�H�G���\�R�X���D�U�H���U�H�D�G�\���W�R���E�H�J�L�Q���F�R�P�P�X�Q�L�F�D�W�L�R�Q�V�� 


