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After reading this guide please re-
fer to the Help contents within

ﬂ SquirrelView (press F1) for further
details on your logger and how to
use it with the software.
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1. Hardware Checklist

SQ2010 Standard contents

A) Carry case

B) SQ2010 Logger

C) CD containing software (SQA100)

D) Getting Started manual (this booklet)

E) USB Cable (LC77)

F) Batteries, 2 xC

G) Current shunt resistors for 4 to 20mA inputs, 10R x 4 (CS202)

H) Connectors: 6 way x 2 (18097), 3 way x 1 (14174) with cable
ties
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2. General Information

2.1 Installing the batteries

The 2010 uses two C size alkaline batteries located under the removable cover on the
rear of the unit as shown below. To insert new or change the existing batteries:

1. Open the battery cover by releasing the clip (highlighted)

2. Insert 2 C* batteries, ensuring the correct polarity

3. Refit the battery cover

* |t is recommended that all replacement batteries are of the same manufacturer, type
and condition.

2.2 Power indicator

Battery indicator

I When logging please ensure that the batteries in the unit have sufficient capacity to
complete the logging task. This can be checked via the battery indicator located in the
top right of the display.

HIGH LOW
l CAPACITY D CAPACITY

External power indicator
// The logger may be powered from an external source (8-28V DC or USB)

Important: To ensure data protection in the case of an unexpected
power loss, please ensure that batteries are fitted whilst the unit is
operational.
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3. Installing Software and USB drivers

A Important: Please ensure the required software is installed before
connecting the logger (refer to the Software Installation Guide)

After installing the software connect the logger to the PC, on detection the PC will launch the driver
installation wizard.

Win 2000/XP - During the installation the USB drivers were pre-installed so the wizard will automati-
cally |l ocate the driver. On the O6Found New Har
other screens select O6Nextd to complete the in

Found New Hardware Wizard

FoundNew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
computer, on CD.oron

the Windows Update Web site (with your pemission).

Read our privacy policy

This wizard helps you instal software for.

Grant Instruments 20xx USB Driver

). 1If your hardware came with an installation CD

CanWindows connect to Windows Update to search for &> or floppy disk, insert it now.

software?

is time only

gu ond every time | connect a device ‘What do you wank the wizadda.do2

al the software automaticaly {Hecommended)

Click Nest to continue.

Click Next to continue.

T W

Win 98SE - Select Search for the best driver for your device. (Recommended), Click Next and
follow the instructions illustrated below.

-

Select Continue Anyway on the Hardware Installation warning which refers to Windows Logo testing.
If you experience any problems refer to Troubleshooting->20xx USB Drivers in
SquirrelView help
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